
 
Mary Irwin Theatre (MIT) Tech Specs 

STAGE 

The Mary Irwin Theatre features a soft proscenium end stage with a standard maximum playing width of 30’ and a 

playing depth upstage from the proscenium of 28’. This stage area has a “D” thrust, which has a maximum centreline 

depth downstage of the proscenium of 10‘. Given a 30’ proscenium, and 8‘ legs, the stage right wing is a 2 ½’ wide while 

the stage left wing is 15’ wide by 16‘ feet high for most of the stage depth. One pillar obstructs the wing down left. The 

rear crossover is 11’ wide at its maximum, accessible by a 14 ½’ wide 16‘ high opening in the back wall, which permits 

some operational storage. The stage left wing access is 9 ½’ high by 7 ½’ wide. 

Drapery 

The proscenium curtain is light purple and accompanied by a main drape and guillotine.  The stage is equipped with 4 

sets of 8 foot legs, along with 4 borders overhead.  There are 4 Germans on SR and 4 on SL.  The stage legs and Germans 

are dead hung on tracks, all other drapery is part of the fly system and travels up and down.  The stage is equipped with 

a black mid stage traveller as well as a black upstage traveller.  Upstage there is a black scrim and white cyclorama.        

SOUND 

-Turbo sound main PA – TXD151 (Tops) TXD121 (fills) TXD118 (subs) 

-Processing for main PA through DBX drive rack 260 

-Allen and Heath ML3000 Console (24channels on board, only 20 inputs from the deck, 8 aux sends) 

-4 RCA stage fill monitors up and down SR and SL 

-4 Mackie SRM450 stage monitors 

-2x Dynacord wedges  

-Presonus ACP88 compressor 

-5x Shure SM58s, 4x Shure SM57s, Drum mic package.  3x AKG C535 

-4x wireless Sennhiesers(G2 and G3).   2 headsets, 2 lavs, and 2 handhelds that can be used 

Unfortunately we do not have an effects processor at this time. 

LIGHTING 

Complete lighting grid with 5 electrics above the stage and 3 FOH catwalk positions as well as a balcony at the back of 

house.  There are additional rigging positions in the house, 2x booms on house right and left along with ladders placed in 

line with the apron.  We have 6 mobile lighting booms.   

-Main lighting console ETC Express 48/96 

See complete lighting inventory below along with house hang diagram 

VIDEO 

Projection 

FOH – Christie DHD-851-Q projector (7500Lumens), Rosco Twin white 16’ x 24’ Screen (downstage), Cyclorama (upstage) 

Rear – Epson Power light 1761W (3200Lumens), 12’ x 9’ Rear projection screen (mid stage) 

Video signal can be routed Stage left or to the FOH booth.  Other positions are possible upon special request 



 
Camera Equipment 

1x Panasonic HC W850M  

1x Black magic ultra-studio mini recorder (Capture Card) 

Additional info 

-Reversible Marley floor – covers full stage (not apron) black/grey 

3x Choir risers 

2x 4x8 Steel Deck stage risers (6 and 12 inch legs) 

QLab 3 with video license 

 

 




